# 2015 IEEE International Broadband and Photonics Conference 

## (IBP 2015)

Bali, Indonesia<br>23-25 April 2015

IEEE International Broadband and Photonics Conference, Bali, 23-25 April 2015

| No | Title | Page number |
| :---: | :---: | :---: |
| 1 | TSWiFi: An Optimal Payment-Based Traffic Sharing in Mobile Networks | 1 |
| 2 | Protection Architecture for Passive Optical Networks using Cascaded AWG and Tunable Components | 7 |
| 3 | Variable Optical Attenuator Employing a Dye-Doped (Polymer/Liquid Crystal) Composite Film | 15 |
| 4 | Impact of Wavelength Grouping Method on Waveband Switching Size in Japan Topology Network | 19 |
| 5 | Millimeter-Wave LiNbO3 Modulator with Orthogonal-Gap-Embedded PatchAntenna for Fiber-Wireless Link | 23 |
| 6 | Controlling Group Delay in Single and Multi-stage Slotted Ring Resonator with Fabrication Tolerances | 27 |
| 7 | Ultra-compact Broadband High Efficient Grating Coupler | 31 |
| 8 | Refractive index sensor with asymmetrical tapered fiber based on evanescent field sensing | 35 |
| 9 | Comparison of Different Space Time Coding for Transmit Diversity in VLC systems with CSK Modulation | 40 |
| 10 | Electrical and Optical Response of Depleting Carrier in Active PIN Silicon Waveguide | 49 |
| 11 | Characterization of Nb-doped MgZnO Films Grown by a Radio-frequency Magnetron Sputtering System | 55 |
| 12 | Frequency Detector for Carrier Phase Synchronization in 50 Gbps QPSK Receiver in Analog Domain | 60 |
| 13 | Enhanced Performance of FSO Link Using OFDM and Comparison with Traditional TDM-FSO Link | 65 |
| 14 | Dispersion and Nonlinearity Compensation for a Nyquist-WDM system using OPC and Raman Amplification | 71 |
| 15 | Asymmetric fiber taper for temperature sensing applications | 76 |
| 16 | Mode Crosstalk Evaluation on Optical Mode Switch | 82 |
| 17 | Secure Burst Control Packet Scheme for Optical Burst Switching Networks | 86 |
| 18 | Dynamic Queue Velocity-based Probability Function for Congestion Avoidance in High-speed Networks | 92 |

