# TABLE OF CONTENTS

## Volume 1

**NORMALIZATION TO ANALOG HORIZONTAL WELLS FOR TYPE CURVE GENERATION IN TIGHT GAS PLAYS**

S. Yu, J. Gouveia .......................................................... 1

**A COMPREHENSIVE STUDY OF B-VALUES FOR PROVEN RESERVE ESTIMATION USING HYPERBOLIC DECLINE FOR VERTICAL COMMINGLED GAS PRODUCERS IN DEEP BASIN AREA OF WCSB**

S. Yu .......................................................... 23

**MPD ALLOWS OPERATOR TO SAFELY AND EFFICIENTLY DRILL CHALLENGING WELLS IN KOBES (MONTNEY FORMATION) IN BRITISH COLOMBIA, CANADA**

A. Djidjelli, H. Mujumdar, S. Weatherhead, M. Leeds .......................................................... 43

**GAS INJECTION EOR OPTIMIZATION USING FIBER-OPTIC LOGGING WITH DTS AND DAS FOR REMEDIAL WORK**

S. L. Fitzel, B. K. Sekar, D. A. Alvarez, D. Gulewicz .......................................................... 55

**ESTIMATING EFFECTIVE FRACTURE PORE-VOLUME FROM EARLY SINGLE-PHASE FLOWBACK DATA AND RELATING IT TO FRACTURE DESIGN PARAMETERS**

Y. Fu, D. O. Ezulike, H. Dehghanpour, R. Jones .......................................................... 68

**EVALUATING PRODUCIBLE HYDROCARBONS AND RESERVOIR QUALITY IN ORGANIC SHALE RESERVOIRS USING NUCLEAR MAGNETIC RESONANCE (NMR) FACTOR ANALYSIS**

T. Jiang, V. Jain, A. Belotserkovskaya, N. K. Nwosu, S. Ahmad .......................................................... 82

**INCREASING COMPLETIONS EFFICIENCY AND COST SAVINGS USING MICROSEISMIC MONITORING**

P. Mamer, S. Kashikar .......................................................... 91

**ANISOTROPIC WELLBORE STABILITY MODEL FOR NATURALLY FRACTURED AND FOLIATED FORMATIONS WITH MULTI-WEAKNESS PLANE FAILURE**

Q. Li, A. Yousefzadeh, R. Aguiler .......................................................... 100

**AN INNOVATIVE MEMS-BASED MWD METHOD FOR DIRECTIONAL DRILLING**

D. Chao, Y. Zhuang, N. El-Shimy .......................................................... 111

**RESERVOIR CHARACTERIZATION AND COUPLED RESERVOIR-GEOMECHANICAL SIMULATION OF CBM USING GSI - CASE STUDIES**

N. L. Deisman, R. J. Chalaturnyk, C. J. Virues, R. Campbell .......................................................... 126

**CARBOXYMETHYLCELLULOSE A COST EFFECTIVE ALTERNATIVE TO GUAR, CMHPG AND SURFACTANT-BASED FLUID SYSTEMS**

E. Azizov, H. J. Quintero, K. Saxton, S. Sessarego .......................................................... 141

**THE EFFECT OF KEROGEN-HYDROCARBONS INTERACTION ON THE PVT PROPERTIES IN LIQUID RICH SHALE PLAYS**

M. Pathak, M. D. Deo, P. Panja, R. A. Levey .......................................................... 172

**A MODEL FOR GAS TRANSPORT IN MICRO FRACTURES OF SHALE AND TIGHT GAS RESERVOIRS**

K. Wu, X. Li, C. Wang, W. Yu, Z. Chen .......................................................... 179

**CHARACTERIZATION OF ANISOTROPIC ELASTIC MODULI AND STRESS FOR UNCONVENTIONAL RESERVOIRS USING LABORATORY STATIC AND DYNAMIC GEOMECHANICAL DATA**

F. Hamza, C. Chen, M. Gu, J. A. Quirein, V. N. Martysevich, L. Matzar .......................................................... 195

**GEOMECHANICS MODELING IN CO2-EOR : CASE STUDY**

H. Jabbari, M. Ostadhassan, M. Rabiei .......................................................... 212

**WHAT ACTUALLY CONTROLS SRV? THREE CONCEPTS TO DEBATE A STIMULATION OR STIMULATE A DEBATE!**

B. Stephenson, J. Cartwright, J. Hooker, J. Hnat .......................................................... 223

**GUIDELINES FOR THE HANDLING OF NATURAL FRACTURES AND FAULTS IN HYDRAULICALLY STIMULATED RESOURCE PLAYS**

B. Stephenson, K. Coffin .......................................................... 233
AN APPLICATION OF DIVERSION TECHNIQUE IN UN-CEMENTED SECTION OF A HORIZONTAL WELL IN THE WILLISTON BASIN .......................................................... 251
C. J. Virues, J. Budge, E. Von Lunen

MODELING PRODUCTION DECLINE IN LIQUID RICH SHALE (LRS) GAS CONDENSATE RESERVOIRS ................................................................................................................. 275
A. Khandel, M. Khoohgadam, I. Makinde, J. Lee

PRODUCTION PERFORMANCE OF ONE CHINESE SHALE GAS PLAY ............................................................. 305
W. Pang, J. Du, Y. He, Q. Wu, C. A. Ehlig-Economides, K. Wu

STUDY FROM THE PERMIAN BASIN WOLF CAMP PLAY ............................................................................................... 314
J. P. Rextius

THE WELL FACTORY APPROACH TO DEVELOPING UNCONVENTIONAL ASSETS: A CASE STUDY FROM THE PERMIAN BASIN WOLF CAMP PLAY .............................................................. 332
A. M. Sani, S. B. Podhoretz, B. D. Chambers

ACHIEVING TOP OF CEMENT; AN ENGINEERED SOLUTION FOR LOSS ZONE WELLS IN THE BAKKEN ............................................................................................................................... 367
B. Blake, R. Bowditch, M. Hudson, N. V. Simacheva, D. D. Crane, C. J. Shea

IMPROVING HYDROCARBON RECOVERY OF HORIZONTAL SHALE WELLS THROUGH REFRUCTURING ....... 405
R. Malpani, S. Sinha, L. Charry, B. V. Sinosic, B. Clark, K. Gahhar

GROWTH OF FRACTURED ZONE AROUND HYDRAULIC FRACTURE ..................................................................................... 433
M. B. Geilikman, S. W. Wong, J. M. Karanikas

SORPTION-DEPENDENT PERMEABILITY OF SHALES .......................................................................................................................... 447
B. A. Lopez Jimenez, R. Aguillera

MODELING TWO-PHASE FLOWBACK DATA USING AN OPEN TANK MODEL ................................................................. 459
Y. Xu, Y. Fu, O. D. Ezulike, H. Dehghanzadeh, C. J. Virues

UNDERSTANDING ROCK-FLUID INTERACTIONS IN THE MONTNEY TIGHT OIL PLAY .................................................. 476
A. Habibi, H. Dehghanzadeh, D. Bryant, G. Usowak, Mingshang Xu

CHEMICAL ANALYSIS OF FLOWBACK WATER AND DOWNHOLE GAS SHALE SAMPLES ................................................. 495
A. Zolfaghari, T. Tang, J. Holyk, M. Binazadeh, H. Dehghanzadeh, D. Bearinger

EFFECT OF ELECTROSTATIC INTERACTIONS ON WATER UPTAKE OF GAS SHALES: THE INTERPLAY OF SOLUTION IONIC STRENGTH, ELECTROSTATIC DOUBLE LAYER, AND SHALE ZETA POTENTIAL .................................................................................................................. 512
M. Binazadeh, M. Xu, K. Jiang, A. Zolfaghari, H. Dehghanzadeh

ENHANCE HYDRAULICALLY FRACTURED COALBED METHANE RECOVERY BY THERMAL STIMULATION ................................................................. 526
H. Wang, H. Merry, G. J. Ansuor, B. Kong

A SIMULATION APPROACH TO MODELLING AND UNDERSTANDING FRACTURE GEOMETRY WITH RESPECT TO WELL SPACING IN MULTI WELL PADS IN THE DUVERNAY - A CASE STUDY .......................................................................................................................... 548
V. Ramananathan, D. Bokovic, A. Zhmodik, M. Ansarizadeh, O. Perez Michi, Q. Li, G. B. Garcia

HISTORY-MATCHING AND FORECASTING TIGHT GAS CONDENSATE AND OIL WELLS USING THE DYNAMIC DRAINAGE AREA CONCEPT ............................................................................... 562
C. R. Clarkson, F. Qanbari

PRACTICAL APPLICATION OF TYPE CURVE ANALYSIS TO THE INTERPRETATION OF MULTI-STAGE FRACTURED HORIZONTAL WELL DATA ............................................................................................................. 593
I. S. Mahmoud, D. M. Anderson

GOING FROM CONCEPTUAL TO ANALYTICAL DRILLING/COMPLETIONS/RESERVOIR GUIDED MODEL OF A CASED UNCEMENTED MULTI-FRACTURED HORIZONTAL WELL IN THE CANADIAN HORN RIVER BASIN .............................................................................................................. 605

UNDERSTANDING FRACTURE GEOMETRY OF THE CANADIAN HORN RIVER SHALE GAS VIA AN UNCONVENTIONAL COMPLEX FRACTURE PROPAGATION MODEL IN MULTI-STAGED PAD WITH 9 HORIZONTAL WELLS .................................................................................................................... 663
C. Virues, Tatsue Shimamoto, Shintaro Kuroda

MICROSEISMIC- DERIVED ULTIMATE EXPECTED STAGE BY STAGE STIMULATED RESERVOIR VOLUME IN UNCONVENTIONAL MULTI-FRACTURED HORIZONTAL 10 WELL HALF PAD - CANADIAN HORN RIVER BASIN CASE STUDY ......................................................................................................................... 697
C. J. Virues, J. Budge, E. Von Lunen
DESIGNING AN OPTIMIZED SURFACTANT FLOOD IN THE BAKKEN
M. Dawson, D. T. Nguyen, H. Li

DRAW-DOWN MANAGEMENT LEADS TO BETTER PRODUCTIVITY IN RESERVOIRS WITH PRESSURE-DEPENDENT PERMEABILITY - OR DOES IT?
S. Tabatabaie, M. Pooladi-Darvish, L. Mattar

PREPARING FOR LNG: A MONTNEY GAS FIELD OPTIMIZATION WORKFLOW
R. P. Holst

PARAMETERS AFFECTING LOAD RECOVERY AND OIL BREAKTHROUGH TIME AFTER HYDRAULIC FRACTURING IN TIGHT OIL WELLS
B. Zanganeh, M. Soroush, J. Williams-Kovacs, C. R. Clarkson

CHARACTERIZING HYDRAULIC FRACTURE CONTRIBUTION IN UNCONVENTIONAL OIL WELLS USING ADVANCED TEMPERATURE AND SPECTRAL NOISE LOGGING TECHNOLOGY
Arthur Aslanyan, Irina Aslanyan, Fathi Shnaib, R. Karantharath, Maxim Volkov, Roman Kuzyutin, Steve Brierty, Evan Staples

DETERMINING WELL-TO-WELL CONNECTIVITY IN TIGHT RESERVOIRS
M. Mirzayev, N. Riazi, D. Cronkwright, J. L. Jensen, P. K. Pedersen

EVALUATION OF CHLORINE DIOXIDE AS AN OXIDATIVE BIocide FOR HYDRAULIC FRACTURING IN WESTERN CANADA
A. C. Malcolm, S. P. Dempster, B. Chandler, S. Setiawan

LITHOLOGICAL CONTROLS ON MECHANICAL ANISOTROPY IN SHALES TO PREDICT IN SITU STRESS MAGNITUDES AND POTENTIAL FOR SHEARING OF LAMINATIONS DURING FRACTURING
K. Glover, T. Bozarth, A. Cui, R. Wust

THE FULL MONTNEY - A CRITICAL REVIEW OF WELL PERFORMANCE BY PRODUCTION ANALYSIS OF OVER 2,000 MONTNEY MULTI-STAGE FRACTURED HORIZONTAL GAS WELLS
M. Reynolds, R. C. Bachman, J. Buendia, W. E. Peters

PRODUCED WATER: INFLUENCE OF ORGANIC ACIDS ON THE GELATION OF FRACTURING FLUIDS
M. C. Weissenberger, A. Lee, T. Wasdal

INTEGRATED RESERVOIR MODELING AND OPTIMIZATION STUDY OF MULTI-FRACTURED HORIZONTAL WELL IN THE SWAN HILLS FORMATION: A CASE STUDY OF ACID FRACTURING
A. Islam, A. Ziarani, K. Glover, R. Schneider

A COMPREHENSIVE APPROACH TO SWEET-SPOT MAPPING FOR HYDRAULIC FRACTURING AND CO2 HUFF-N-PUFF INJECTION IN CHATTANOOGA SHALE FORMATION
M. Vinassa, S. E. Cudjoe, J. Bessa Gomes, R. Barati Ghaforabehi

IMPACT OF SOLVENT-EXTRACTION ON FLUID STORAGE AND TRANSPORT PROPERTIES OF MONTNEY FORMATION
A. Ghanizadeh, C. R. Clarkson, S. Aquino, A. Vahedian, O. Haeri Ardakani, H. Sanei, J. M. Wood

VIKING STIMULATION: CASE HISTORY
R. S. Taylor, G. C. Fyten, D. Price

PRODUCTION TRENDS FROM THE EXPLOITATION OF HORIZONTAL COMPLETIONS IN THE UPPER CRETAEOUS FORMATIONS OF THE POWDER RIVER BASIN: A LOOK BACK ON FIVE YEARS OF DEVELOPMENT
W. O. Ruhle, J. M. Orth

IMPACT OF WATER SATURATION CHANGES ON DUVERNAY PRODUCTION
R. S. Taylor, G. Fyten, D. Price

INSIGHTS INTO SURFACTANT CONTAINING FRACTURING FLUIDS INDUCING MICROCRACKS AND SPONTANEOUSLY IMBIBING IN SHALE ROCKS
K. He, L. Xu, J. Rane

MULTI-SCALE ROCK CHARACTERIZATION AND MODELING FOR SURFACTANT EOR APPLICATION IN THE BAKKEN
H. Li, M. Dawson, D. C. Standnes

Volume 2
<table>
<thead>
<tr>
<th>Title</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>EVALUATING THE DIAGENETIC ALTERATION AND STRUCTURAL INTEGRITY OF</td>
<td>1093</td>
</tr>
<tr>
<td>VOLCANIC ASH BEDS WITHIN THE EAGLE FORD SHALE</td>
<td></td>
</tr>
<tr>
<td>C. Calvin, H. Gamero, L. E. Mosse, C. K. Miller, K. Fisher</td>
<td></td>
</tr>
<tr>
<td>ARTICULATING ROTATIONAL MAST IMPROVES OPERATIONAL EFFICIENCY FOR</td>
<td>1108</td>
</tr>
<tr>
<td>COILED TUBING OPERATIONS ON MULTI-WELL PADS</td>
<td></td>
</tr>
<tr>
<td>K. Sato, L. J. Edillon</td>
<td></td>
</tr>
<tr>
<td>PRODUCTION PERFORMANCE IN THE IN-FILL DEVELOPMENT OF UNCONVENTIONAL</td>
<td>1118</td>
</tr>
<tr>
<td>RESOURCES</td>
<td></td>
</tr>
<tr>
<td>B. V. Cherian, M. R. Mc Cleary, S. D. Flockeiger, N. R. Nieswiadomy,</td>
<td></td>
</tr>
<tr>
<td>B. C. Bundy, S. Edwards, R. Rijka, K. Kublik, S. Narasimhan, J. Gray,</td>
<td></td>
</tr>
<tr>
<td>O. Olaoye, H. Shaikh</td>
<td></td>
</tr>
<tr>
<td>A MATERIAL BALANCE EQUATION FOR STRESS-SENSITIVE SHALE GAS RESERVOIRS</td>
<td></td>
</tr>
<tr>
<td>CONSIDERING THE CONTRIBUTION OF FREE, ADSORBED AND DISSOLVED GAS</td>
<td>1143</td>
</tr>
<tr>
<td>D. Orozco, R. Aguilera</td>
<td></td>
</tr>
<tr>
<td>ELECTRIC POWERED HYDRAULIC FRACTURING</td>
<td>1176</td>
</tr>
<tr>
<td>J. M. Oehring</td>
<td></td>
</tr>
<tr>
<td>STATISTICALLY ENHANCED DECLINE ANALYSIS (SEDA) YIELDS ACCURATE DEVELOPED PROVED AND POSSIBLE DETERMINISTIC RESERVES</td>
<td>1183</td>
</tr>
<tr>
<td>R. Freeborn, B. Russell</td>
<td></td>
</tr>
<tr>
<td>CREATING MORE REPRESENTATIVE TYPE WELLS</td>
<td>1196</td>
</tr>
<tr>
<td>R. Freeborn, B. Russell</td>
<td></td>
</tr>
<tr>
<td>A STUDY OF MERCURY INTRUSION ON MONTNEY FORMATION ROCKS AND HOW IT RELATES TO PERMEABILITY</td>
<td>1213</td>
</tr>
<tr>
<td>B. Salimifard, D. W. Ruth, B. Nassichuk</td>
<td></td>
</tr>
<tr>
<td>INTEGRATED METHOD TO SCREEN TIGHT OIL RESERVOIRS FOR CO2 FLOODING</td>
<td>1231</td>
</tr>
<tr>
<td>K. Zhang, T. Qin, K. Wu, G. Jing, J. Han, A. Hong, J. Zhang, S. Chen, Z. Chen</td>
<td></td>
</tr>
<tr>
<td>INNOVATIVE APPROACH TO EFFECTIVELY STIMULATE OPENHOLE SECTIONS OF HORIZONTAL LATERALS</td>
<td>1248</td>
</tr>
<tr>
<td>A. K. Schneider, F. E. Beck, A. B. Bell, J. R. Rondon, B. D. Clark, D. Oussoltsev</td>
<td></td>
</tr>
<tr>
<td>ESTIMATION OF PROPPED VOLUME PERMEABILITY USING STRAIN FROM GEOMECHANICAL MODELING OF INTERACTING HYDRAULIC AND NATURAL FRACTURES - APPLICATION TO THE EAGLE FORD</td>
<td>1263</td>
</tr>
<tr>
<td>A. Ouenes, A. Bachir, M. Paryani, R. Smaoufi</td>
<td></td>
</tr>
<tr>
<td>COUPLED FLUID-SOLID GEOMECHANICAL MODELING OF MULTIPLE HYDRAULIC FRACTURES INTERACTING WITH NATURAL FRACTURES AND THE RESULTING PROPPANT DISTRIBUTION</td>
<td>1283</td>
</tr>
<tr>
<td>S. Raymond, Y. E. Alieno, J. A. Nairn, S. Alinoes</td>
<td></td>
</tr>
<tr>
<td>NEW DOWNHOLE DATA CLARIFIES COILED TUBING BEHAVIOR IN HORIZONTAL WELLS</td>
<td>1298</td>
</tr>
<tr>
<td>C. Blanchette, D. Getzlaf</td>
<td></td>
</tr>
<tr>
<td>INFLOW PERFORMANCE RELATIONSHIP FOR UNCONVENTIONAL RESERVOIRS (TRANSIENT IPR)</td>
<td>1307</td>
</tr>
<tr>
<td>M. Shahamat, L. Mattar, S. Tabatabaie, E. Motamed</td>
<td></td>
</tr>
<tr>
<td>MISCELL CO2 SIMULTANEOUS WATER-AND-GAS (CO2-SWAG) INJECTION IN THE BAKKEN FORMATION</td>
<td>1326</td>
</tr>
<tr>
<td>Y. Gong, Y. Gu</td>
<td></td>
</tr>
<tr>
<td>PERFORMANCE ANALYSIS OF THE CANADIAN DEEP BASIN UNCONVENTIONAL WELLS</td>
<td>1345</td>
</tr>
<tr>
<td>F. Novin Pour, N. El Sayed, J. Eddy</td>
<td></td>
</tr>
<tr>
<td>ACID ADDITIVES EFFECT ON PRODUCTION - A BEAVERHILL LAKE CASE STUDY</td>
<td>1364</td>
</tr>
<tr>
<td>B. J. O’Neill, D. M. Maley, L. M. Uban, M. Mattucci</td>
<td></td>
</tr>
<tr>
<td>USE OF GAS ADSORPTION DATA TO EXTRACT DIFFUSIVITY/PERMEABILITY FROM SHALE RESERVOIR DRILL CUTTINGS: IMPLICATIONS FOR RESERVOIR CHARACTERIZATION OF HORIZONTAL LATERALS IN WESTERN CANADIAN SHALE PLAYS</td>
<td>1377</td>
</tr>
<tr>
<td>B. Haghshenas, S. Aquino, C. R. Clarkson, S. Chen</td>
<td></td>
</tr>
<tr>
<td>SIMULATION STUDY OF ZIPPER-FRACS USING UNCONVENTIONAL FRACTURE MODEL</td>
<td>1395</td>
</tr>
<tr>
<td>F. Qiu, M. Marongiu-Porcu, J. Xu, R. Malpani, P. Pankaj, T. L. Pope</td>
<td></td>
</tr>
<tr>
<td>DEVELOPING THE BUSINESS CASE FOR WATER MANAGEMENT PLANNING INTEGRATION</td>
<td>1417</td>
</tr>
<tr>
<td>T. Taylor, A. Neir</td>
<td></td>
</tr>
<tr>
<td>APPLICATION OF PRESSURE-MONITORING DATA IN LAND-BASED UNCONVENTIONALS</td>
<td>1423</td>
</tr>
<tr>
<td>S. M. Marcuccio, J. A. Flygare, M. Konopczynski</td>
<td></td>
</tr>
</tbody>
</table>
CASE STUDIES IN QUANTITATIVE FLOWBACK ANALYSIS ................................................................. 1437
J. D. Williams-Kovacs, C. R. Clarkson, B. Zanganeh

A DIAGNOSTIC FRAMEWORK FOR “BASHED” WELLS IN UNCONVENTIONAL RESERVOIRS: A NUMERICAL SIMULATION AND MODEL SELECTION THEORY APPROACH ......................................................................................................................... 1471
L. Zhe, R. Younis, L. G. Thompson, J. Jiang

WATER-FREE FRACTURING: A CASE HISTORY ........................................................................... 1490

HIGH-RESOLUTION PERMEABILITY MODELING IN HIGHLY HETEROGENEOUS TIGHT-OIL RESERVOIRS ......................................................................................................................... 1504
N. A. Solano, M. Soroush, C. R. Clarkson, F. Krause

MODELING THE KEROGEN 3D MOLECULAR STRUCTURE ........................................................... 1534
Z. Zhang, A. Jamili

MONTNEY UNCONVENTIONAL GAS PLAY: MANAGING CHOKE WEAR USING FLOW COEFFICIENT DIAGNOSTICS ........................................................................................................ 1548
L. Grant

A COMPREHENSIVE APPROACH TO RATE-TIME PRODUCTION ANALYSIS FOR UNCONVENTIONAL RESOURCES ............................................................................................................ 1566
S. A. Cox, J. Lee, R. P. Sutton, J. A. Cox

NUMERICAL STUDY OF PRODUCTION MECHANISMS IN UNCONVENTIONAL LIQUID-RICH SHALE VOLATILE OIL RESERVOIRS ......................................................................................... 1591
M. Khoshghadam, A. Khanal, N. Rabinejadganji, J. Lee

SEISMIC METHODOLOGIES ADAPTED FOR USE IN ACOUSTIC LOGGING ................................ 1621
P. Biswas, S. B. Ley

Author Index